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1. On 9 and 10 Foverber 1064 pnd the wideye
pioned condacted onesite broadband and vovrovoend eleetrle field
- xadiation teots in sccordance with Fedsral Stendard 222 on the
| Change Debasto: phen located in NPIC testing
room on the Firet floor of Broodpend end nayrowhand
magmetic Neld redletion, powveriine conduction, powerline modulation
end acoustic tests were not performod. -

2. The deta taken ves avalyzed using building perimeter techniques.
T recults obtained fram this method indicate that the raldstion levels
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_are not high enough to be & serious wmll precautions are |
observed when the equipment is uwsed af ‘herefore, if - 25X1A

epproved by Physlcal Security fov the processing of classified infore
- metion and adopted by WPIC for wse, the wundersicnod recommuerds thet the
- Folloving techinical security meoswres be fnjalementedy

- &) the chonge detector ghould be placed 1w n roon whare theve
e - Az o direet ling-of-sight view fo any window from the aguine
Do veant, prefersbly sn interior room without windows. ' '

b) the chamge detector showld be placed Iu such a romner that
the mindmum distance froz exy cutside dbullding wall or eny
wprotected aree within the building to the equiypment is
not lesa then £ifty (50) feetb. : o

3. The tec}mical security pessures contalned berein apply bnly_m the
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ehangs detector tested by land the yndersigmed.
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